
Here are the steps to join the locks using EcoCentral and tunneling into the gateways.
  
*NOTE* for the example below I will be using different thermostats, so the zigbee 
address might change throughout the example.  

1.  Find the room you want to join a lock to and click on the PAN of the coordinator it is 
on.  Highlight the coordinator and click "settings" on the top right.  In here choose 
"create tunnel".  You will then see a link for "Web Setup" with a username and 
password:

2.  Click the link, a web browser will open asking you to put the username and password 
in



3.  When logged in you will choose the "Advanced" tab on the top right hand side of the 
page.

4.  Here you will connect to the device you are trying to join the lock to by using the Full 
Zigbee address of the EcoInsight or EcoSource with the following command "device cli 



-m FULLMAC" (you will need to hit enterenter after the command is put into the 
command box)

5.  Hit Enter and you will now be logged into the device.  You will need to make sure you 
see the "R$".  This lets you know you are logged into the stat.

6.  If you do not see the R$ make sure the device is online.  If it is online, try to click on 
the home page and then repeat steps 3-5.  If you still do not see the R$, the stat might 
have low communication and you will need to try later, or possibly have to go into the 
room if you are unable to log into the device.

7.  Once you are logged into the stat, first we will want to bring up the Device 
Association table by typing "da"  *hit enter after all of the commands entered*  
    You will see in slot 0, the device itself and any other devices connected to it.  If this is 
an EcoSource you will see the EcoAir in slot 1.  If you have any sensors attached you 
will also see those.



We are now ready to put the EcoInsight or EcoSource into "local join mode" to join the 
door locks!

At this point, you will want to be at the room door lock and have your discover key and 
event keys ready.

8.  In the command box type "jn -t 120" (enter) This will put the stat into join mode for 
120 seconds.



9.  You have 2 minutes to swipe the discover key and get the correct readout on the 
door locks.  

10.  Once you think the lock is joined, make sure you can see it in the DA table by 
typing "da" in the command box.

11.  Once you see the "VNG" , swipe the event key to get the room to sync up and get 
the correct room number.

12.  After you have done that and saw the correct readout on the door lock, check it now 
has the room number by typing "vi"

You are now finished with the door lock for this room / device.  If you are going to stay 
on the same gateway coordinator and move to another room, you can type "exit" and 
start over at step 4.



Although this process is a little more complex and might take a little more time, at least 
you can do this without going into the room.  Let me know if you have questions.
Also note, that you will be timed out of the gateway after some time so you might have 
to re-create the tunnel and log in again.  You can always click the "home" and see if you 
can get back into the advanced screen again.


